
86724-30
VISITOR’S CHAIR
ASSEMBLY INSTRUCTIONS

Remove all parts from carton, separate by part numbers indicated on parts list, and verify part quantities.
STEP 1		Attach	both	Cross	Braces	(7)	between	Leg	Frames	(1L	&	1R),	secure	Leg	Frames	(1L	&	1R)	and	Cross	Braces	(7)	to	Seat	(3)	using	two	Long	
Screws	(5)	and	two	Lock	Washers	(6)	for	each	Leg	Frame	(1),	FULLY TIGHTEN LONG SCREWS (5).
STEP 2		Slide	Backrest	(2)	onto	Leg	Frames	(1L	&	1R)	and	secure	using	two	Short	Screws	(4),	FULLY TIGHTEN ALL SHORT SCREWS (4). 
ATTENTION: MAKE SURE ALL SCREWS ARE FULLY TIGHTENED BEFORE USING CHAIR.
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PART QTY
1. Leg	Frames	(1L	&	1R)	. . . . . . . . . . 2
2. Backrest	. . . . . . . . . . . . . . . . . . . . . 1
3. Seat	. . . . . . . . . . . . . . . . . . . . . . . . 1
4. Short	Screws	. . . . . . . . . . . . . . . . . 2
5. Long	Screws	. . . . . . . . . . . . . . . . . 4
6. Lock	Washers	. . . . . . . . . . . . . . . . 4
7. Cross	Brace	. . . . . . . . . . . . . . . . . . 2
8. Allen	Wrench	(not	shown)	. . . . . . . 1
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